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BUL1420

BUL1418

min install size 2150
internal size 2000
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300*800mm shaft available

300*800mm shaft available
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BUL1218

BUL1217

BUL1416

BUL1218maihe

min install size 1945

internal size 1795

min install size 1750
internal size 1600

min install size 1850
internal size 1700

min install size 1950

internal size 1800
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300*800mm shaft available
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BUL1014

BUL0818
/0816

BUL1215

BUL1116

min install size 1750

internal size 1600

min install size 1733

internal size 1583

min install size 1550
internal size 1400

min install size 1950/1750
internal size 1800/1600
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BUL1220

BUL1316

BUL1020

BUL1020jinjiang
min install size 2150

internal size 2000

min install size 1760

internal size 1610

internal size 2000

internal size 2150
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BUL1419

BUL1420jinjiang

min install size 2030
internal size 1880
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BUL1618

min install size 1950
internal size 1800
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BUL1618gelin

min install size 1950
internal size 1800
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BUL1620

min install size 2150
internal size 2000
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internal size 1700
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BUL1624
min install size 2550

internal size 2400
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LUZY SERIES
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NO：070104017

Name：triangle supporter

Spec：ABS  248*248*22

NO：070104008

Name：side supporter

Spec：ABS  236*118*27

NO：070101077

Name：towel rail

Spec：ABS  L=400

NO：070102064

Name：shower rail

Spec：ABS  L=400

NO：070105006

Name：paper winder

Spec：ABS   165*98*85

Bathroom Pendant

NO：050301094

Name：faucet tap

Spec：KY800302

NO：030304039/030304040

Name：3 basin（L/R）

Spec：（only for1218maihe/jiuhe）

NO：050301095

Name：shower bath

Spec：KY800307

NO：030304092/030304095

Name：P basin（L）

Spec：L=1000/1200

NO：030304007/030304003

Name：1 basin（L/R）

Spec：（only for 1215）

SMC basin

Tap

NO：030304093/030304094

Name：P basin（R）

Spec：L=1000/1200

NO：030404044/030404046

Name：2 basin（L/R）

Spec：L=1130

NO：030104076

Name：SMC basin

Spec：L=600 

NO：050101015

Name：closestool

Spec：618 the drainer 305mm

NO：070104011

Name：closestool

Spec：C332104 the drainer 230mm

NO：050301040

Name：faucet tap

Spec：electroplate

R

RR

WC
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Wall colors

block white
block 

caroy wood
block 

cherry wood

block 
meteor shower side white plica lvory

Floor colors

lony light gray

stone coffee
only for1218（迈合）

side light gray

(only forBUL0816/BUL0818)

stone light gray

(only for1218)

(only for BUL1215、BUL1218迈合)

teakplica lvory
(only for于BUL1215)

color options

ANZY
SERIES

Special development and Research on the 

elderly apartment and hospital medical 

treatment

Focus on the health and well-being of the 

elderly people in China as the basic starting 

point

The mission is to explore the innovative devel-

opment model of China's comfortable and old 

livability.

Leading the way for scientific development in 

China's elderly medical treatment.

Standard parts

Color options

Technical drawings
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Architecture point

Water supply and drain away point

Heating and ventilate point

Electric appliance point

Construction point
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Installation plan

Min installation size

Internal side clear length
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Key point of designing and construction

Min installation size：is equal to internal size clear length/width + 100/150mm

(there's a little difference between different model）。

Installation elevation

Vertical drain style：

H≥h(wall board height）+600mm(ceiling、aplliance & watersupply pipe
height and base panel height）

Horizontal drain style：

H≥h(wall board height）+600mm/650mm(ceiling、aplliance

& watersupply pipe height and base panel height+250/300mm)

Piping shaft plan

300*400
成品风道

通气管

排污立管

For most of COZY bathroom units, we can set pipes such as air
pipe, waste water pipe, ventilation pipe, water supply pipe into
the pipe shaft. The common size of COZY bathroom units pipe
shaft is 300mm*800mm、200mm*600mm.

Whether COZY bathroom unit models have pipe shaft is depend
 on the structure of base panel. Different model is different
from one another. You can consult COZY for the details.

When pipe shaft is in the internal size of bathroom, we can
move the non-structural wall of the shaft and apply the bathroom
 unit wall board as partition wall for it. It’s space & costing saving.

concrete wall

external side

concrete wall

waterproof sketch

Key point of designing and construction

door sketch - width

leveling work should be applied to construction installation surface

slab

concrete wall

External side

wall panel

external water retaining cover
wall panel installation surface

internal water retaining cover

base panel surface

flatness error < 5mm

internal side

The bathroom base panel is made of SMC, a high density and
strength material. It can reduce leakage, because of the
panel & water retaining cover is mould by one step with high
temperature and pressure.

For the construction installation surface, there’s no need for
waterproofing work. But leveling work should be applied, with
flatness error less than 5mm.

concrete wall

external side

base panel

Center line position of construction door opening and
bathroom door is the same. The reserved construction
door opening should be reserved in accordance with the
width and position of bathroom door.

external side

finished door pocket

basal plate&foaming agent

reserved 740mm for construction door opening

door width 

Center line position and width of construction door opening and
bathroom door are the same. The reserved construction door
opening should be reserved in accordance with the width and
position of bathroom door. COZY provides fixed frame parts, and
door pocket, door panel, threshold stone provided by client.

concrete wall

door pocket

door

section bar1 section bar2
internal side

Threshold stone

basal plate

SMC wall panel

SMC wall panel

reserved 

reserved 800mm for construction door opening

Construction door opening should be positioned in line with bathroom plan. Center line position of construction door opening and bathroom door is the same.

When applied COZY bathroom door pocket, reserved width of construction door opening = door pocket width + 40mm

When client provides door pocket themselves, reserved width of construction door opening = door pocket width.

Door sketch - height

After installation of bathroom main parts, panel above door should be install to the left space above door  before installing the door pocket

SMC top panel

SMC wall panel

door pocket

door

slab

construction finished surface

concrete wall
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For the bathroom installation requirement, reserved construction door
opening height should be taller than bathroom wall panel height.

Base level of construction reserved door opening height begins from ±0
construction finished surface

After installation of bathroom main parts, if the door pocket height is
lower than bathroom wall panel, left space around construction opening
door should be filled.

COZY only provides bathroom main parts & accessories, and door pocket,
threshold stone provided by client.



Installation elevation

Vertical drain style：

H≥h(wall board height）+600mm(ceiling、aplliance & watersupply pipe
height and base panel height）

Horizontal drain style：

H≥h(wall board height）+600mm/650mm(ceiling、aplliance

& watersupply pipe height and base panel height+250/300mm)

069 070

Company profile

Factory lntroduction

Production equipment

Partner

 Remarks:
1. For vertical drainage, 3 pieces of
pvc pipe interface should be reserved:
DN110 for toilet, DN75 for drain, DN50,
connected by client.
2. Refer to the above plan for the
details.

Remarks:
1. For horizontal drainage, joint the
pipe of basin, drain & toilet together,
then reserve an interface of a pieces
of pvc pipe DN110, which is more than
300mm beside the edge of base panel.
2. Refer to the above plan for the
details.

reserved PVC pipe more than 300mm under base panel

DN50

flexible pipe L=1500mm
DN100/110  connected by client

3 pieces of reserved pipes 1000mm
connected by client

2 pieces of PPR piepe DN20(hot & cold),reserved
 more than 150mm higher than the top panel

connected by client

DN110

reserved PVC pipe more than 300mm beside base panel
provided by COZY

provided by client

exhaust fan

reserved PVC pipe more than 300mm under base panel
provided by COZY

flexible pipe L=1500mm
DN100/110  connected by client

3 pieces of reserved pipes 1000mm
connected by client

2 pieces of PPR piepe DN20(hot & cold),reserved
 more than 150mm higher than the top panel

connected by client

exhaust fan

The position of connectors reserved for bathroom unit water supply pipes(hot&cold) should be

above bathroom top panel and install closely to the wall panel. Water supply pipes(hot&cold) should
not be installed under the bathroom unit base panel.
The position of connectors reserved for bathroom unit water supply pipes(hot&cold) can be

adjusted to any sides(N,S,E,W) of concrete wall. It is better to make it adjacent to the space

above basin/shower faucet.
The height of connectors reserved by client for bathroom unit water supply pipes(hot&cold) can be
 calculate as following:
H≥h+200mm
H:  height of connectors reserved
H:  bathroom unit wall panel height

water supply pipe sketch

Key point of designing and construction

water & electric pipe system sketch

client reserved PPR connector DN20)

±0 construction finished surface

C0614

pipe shaft






